
WAN port

Connect one end of the supplied Ethernet  
cable to the LAN port found on the back of  
the ONT device provided by Conexon  
Connect and the other end of the cable to  
the WAN port on the back of the BLAST.

Data SheetGP1100X GigaPoint®

EASY TO INSTALL, ACTIVATE, 
AND MAINTAIN
With the GP1100X GigaPoint, Calix has redefined 
how to install and activate residential services at a 
subscriber’s premises. Using the Calix Smart Activate 
feature and a phone or laptop, a field technician 
can install and apply the subscriber’s service profile 
without special equipment or assistance from the 
central office. Calix also provides an innovative 
software portfolio, including management via 
SMx enabling the service provider to configure, 
activate and upgrade the GigaPoint using in-band 
management. Extensive troubleshooting capabilities, 
remote software downloads, and easy-to-use service 
activation ensures that services are delivered and 
maintained without needless truck rolls and hardware 
upgrades. Employing the GP1100X GigaPoint allows 
service providers to reduce their operational expenses 
while effectively delivering the Gigabit experience to 
their subscribers.

KEY ATTRIBUTES
• Standards-based Full Service Access Network 

(FSAN), ITU-T XGS-PON compliant
• One 2.5 Gigabit Ethernet (GE) interface:

• Symmetrical 2.5 Gbps bandwidth for 
residential IPTV and data services

• Multi-rate 10/100/1000/2500 BASE-T 
Ethernet, auto-negotiating

• One voice line
• Carrier grade MetaSwitch SIP
• MGCP
• H.248

• Supports multiple data service profiles
• Traffic management and Quality of Service (QoS):

• 802.1Q VLANs
• 802.1p service prioritization
• Q-in-Q tagging
• Multiple VLANs
• Rate limiting
• DiffServ
• Pre-defined QoS on service type

• Connectivity Fault Monitoring (CFM):
• Connectivity Check Message (CCM)
• Loopback (LBM)
• Line Trace (LTM)

• IPTV, IGMPv2, IGMPv3:
• IGMP Snooping and Proxy
• IGMP Fast Leaves

• Complete OAM&P support via Calix Management 
System (CMS)

• Calix Support Cloud (CSC)
• Indoor mounting options:

• Wall mount with key holes
• Desktop mount: horizontal

• AC to 12 V DC power adapter available for non-
lifeline services

• Optional uninterruptible power supply (UPS) for 
voice lifeline service power

LAN port


